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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



Applicants : 



Henrik HANSEN et al 



Serial No . : 



New 



Filing Date 



Herewith 



For: 



CATHETER SET 



PRELIMINARY AMENDMENT 



Assistant Commissioner of Patents 
Washington, D.C. 20231 



Sir: 



Prior to initial examination, please amend the above -identified 
application as follows: 



Please amend claims 3 through 6 as found in the Annexes to the I PER and 
original claims 7 and 8 as follows: 

3. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the set comprises a wetting fluid integrated into the package. 

4. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the tubular distal part of the catheter has an inner diameter 
larger than the inner diameter of the proximal part of the catheter. 

5. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the tubular part is made from an extrudable, mouldable material 
such as a polyolefin such as polyethylene (PE) or polypropylene (PP) 
or a copolymer of polyethylene such as ethylene vinyl acetate (EVA) 
or polyvinyl chloride (PVC) or polyvinylidene chloride. 



IN THE CLAIMS 



6. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the tubular distal part of the catheter is transversely 
corrugated. 

7. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the package has an elongated narrow part at the end where the 
catheter exits the package during use and preferably also a broader 
container part . 

8. (amended) A catheter set according to claim 1, CHARACTERISED IN 
that the package is provided with one or more sealing devices on the 
exterior side of the package. 
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REMARKS 



The foregoing Preliminary Amendment is requested in order to delete 
the multiple dependent claims and avoid paying the multiple dependent 
claims fee. 

Attached hereto is a marked-up version of the changes made to the 
specification and claims by the current amendment. The attached page is 

captioned "VE RSION WITH MARKINGS TO S HOW CHANGES MADE." 

Early action on the merits is respectfully requested. 



400 Seventh Street, N.W. 
Washington, D.C. 20004-2201 

(202) 638-6666 

Atty. Docket: P66431US0 
Date: March 23, 2001 
HBJ: jrc 



Respectfully submitted, 



JACOBSON, PRICE, HOLMAN & STERN, PLLC 




Harvey Bj. Jacob! 
Reg. No. 20,851 
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VERSIOKf WITH MARKINGS TO SHOW CHANGES MADE 



3. (amended) A catheter set according to claim 1 [or 2], 
CHARACTERISED IN that the set comprises a wetting fluid 
integrated into the package. 

4. (amended) A catheter set according to claim 1 [any of claims 1 - 
3] , CHARACTERISED IN that the tubular distal part of the catheter 
has an inner diameter larger than the inner diameter of the 
proximal part of the catheter. 

5. (amended) A catheter set according to claim 1 [any of claims 1 - 
4] , CHARACTERISED IN that the tubular part is made from an 
extrudable, mouldable material such as a polyolefin such as 
polyethylene (PE) or polypropylene (PP) or a copolymer of 
polyethylene such as ethylene vinyl acetate (EVA) or polyvinyl 
chloride (PVC) or polyvinyl idene chloride. 

6. (amended) A catheter set according to claim 1 [any of claims 1 - 
5] , CHARACTERISED IN that the tubular distal part of the catheter 
is transversely corrugated. 

7. (amended) A catheter set according to claim 1 [any of claims 1 - 
6] , CHARACTERISED IN that the package has an elongated narrow 
part at the end where the catheter exits the package during use 
and preferably also a broader container part. 

8. (amended) A catheter set according to claim 1 [any of claims 1 - 
7] , CHARACTERISED IN that the package is provided with one or 
more sealing devices on the exterior side of the package. 



4 



09/787423 



WO 00/16843 



PCT/DK99/00501 



1 



Rec'cfPGT/PTO 2 3 M4fi 200! 



TITLE 

Catheter set._ 

FIELD OF THE INVENTION 

The present invention relates to a catheter set comprising a catheter and a 
5 package for both storing of the catheter before use and for coflecting or 
discharging urine. 

BACKGROUND OF THE INVENTION 

Urinary catheter sets comprising a catheter having a hydrophilic coating, a 
wetting receptacle and a wetting fluid are disclosed in WO publication No. 
1 0 98/1 1 932 (Coloplast A/S) and in WO publication no. 97/26937 (Astra Aktiebolag). 

Both publications describe catheter sets comprising both a catheter and a 
package, and in both publications an elongated part of the package forms a tube 
and is used for leading urine either to the inside of the package for later disposal 
or to an exterior container e.g. a toilet bowl for immediate disposal. 

15 The use of such catheter sets is described by referring to figure 1 of WO 

97/26937. First the proximal portion of the pocket 2 is torn off and the elongate 
shaft 18 of the catheter 3 is manoeuvred through the opening in the proximal end 
of the pocket 2 and into the urethra of the patient until a flared distal portion 16 
forms a mechanical seal connection with the opening. Urine in the bladder of the 

20 patient is transported through the lumen of the catheter 3 into the urine collection 
chamber 12. After emptying the bladder the catheter 3 is manoeuvred back 
inside the bag 1 and the open end of the pocket 2 closed off for example by tying 
a knot wii.n the material defining the pocket 2 or clamping the pocket with a 
damp. 

25 A disadvantage with these catheter sets is that the mechanical seal connection 
between the flared distal portion of the catheter and the proximal part of the 
package does not always work properly and the result is that urine flows 
backward and out of the package, especially due to restriction of the flow from 
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the catheter into the receptacle due to folding, twisting or kinking of the elongate 
part of the device leading from the catheter to the receptacle.. 

GB 2031735 discloses a catheter set comprising a catheter within a package for 
collecting urine. So does GB 2284764, GB 2033231 and US 5147341. The 
5 rearward end of these catheters are either flared outwardly or provided with an 
arresting member to keep the catheter from leaving the package unintendediy. 
Non of these references provides an elongated part of the package to serve as a 
wetting receptacle for wetting the catheter. 

US 2856932 discloses a catheter set comprising a catheter and a package 
10 having an elongated part covering part of the catheter to assist insertion of the 
catheter in a non-contaminating manner. At the rearward end of the catheter it is 
flared outwardly to keep the catheter in place in relation to the package during 
use. This shape of entrance into the package provides the same disadvantages 
and risks of flow restriction as mentioned above due to possible occurrence of 
1 5 twisting or kinking at the link between the elongated and the broader part of the 
package. Furthermore a considerable length of the catheter is "inactivated" by 
not being able to leave the elongated neck and such extra length would have to 
be added to the catheter in addition to the necessary "active length" causing 
considerable extra costs. For short catheters this extra length constitutes a 
20 considerable part of the total length of the catheter. 

The object of the invention is to solve this problem and provide a catheter set 
preventing the risk of spilling urine over cloth or surroundings when performing 
intermitting catherisation, especially when performed by the patient him- /herself, 
and at the same time to provide a catheter set which is simple and inexpensive 
25 to produce. It has surprisingly been found that the above drawbacks may be 
overcome using a catheter set according to the invention. 

BRIEF DESCRIPTION OF THE INVENTION 

The present invention relates to a catheter set comprising a catheter and a 
package for both storing of the catheter before use and for collecting or 
30 discharging urine. The inventive shape of the catheter combined with rhe shape 
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of the package prevents blocking of the free flow of urine from the urethra into 
the package during use by securing the relatively soft and piiable package from 
kinking or squeezing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

5 The invention will be explained more in detail with reference to the accompanying 
drawings showing embodiments of the invention and in 

Fig. 1 shows an embodiment of a catheter set according to the invention, 
Fig. 2 shows the embodiment of Fig. 1 ready for use, 

Fig. 3 shows another embodiment of a catheter set according to the invention, 
1 0 Fig. 4 shows a sealing system according to the invention in an enlarged scale, 
and 

Fig. 5 shows the embodiment of Fig. 3 in a sealed state. 
DETAILED DESCRIPTION OF THE INVENTION 

The present invention relates to a catheter set comprising a catheter and a 
1 5 package for storing of the catheter before use and for collecting or discharging 
urine, wherein an elongated part of the package forms a tube for accommodating 
of the catheter. The catheter comprises a proximal part to be inserted into the 
urethra and a distal part in the form of a tubular section having an inner diameter 
at least as large as the inner diameter of the part of the proximal part of the 
20 catheter, and a sealing part separating the proximal part of the catheter and the 
tubular distal part. The length of the tubular distal part is at least long enough to 
occupy the elongated part of the package. 

The sealing part may e.g. be a part of the catheter having an increased diameter. 
Such a sealing part will also function as a stop preventing the catheter from 
25 falling out of the package and, at the same time function as a seal during use 
preventing spilling of urine during catherisation. 

The proximal part of the catheter will usually have an essentially uniform thick- 
ness of material as will the distal part. 
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It is very practical when the sealing part is separating the proximal part of the 
catheter and the tubular distal part as this provides safety against trying to insert 
the tubular part into the urethra and also ensures that the tubular part remains in 
the package for ensuring the free flow of urine into the package. 

When in use, the distal tubular part of the catheter of the invention reaches into 
the upper part of the package and keeps the front and rear parts thereof apart 
and thus prevents a blocking of the free flow of urine from the urethra into the 
package. Thus the length of the tubular distal part of the catheter is at least as 
long as the iength of the elongated part of the package. In the absence of the 
tubular part, urine flowing through the catheter may meet an obstacle if for 
example the package is folded or squeezed and thus, the urine will fill up the 
upper part of the package and establish a back pressure on the sealing between 
the catheter and the package. When a tubular part of the catheter is inside the 
package as an extension of the catheter it thus prevents the flow of urine from 
being disturbed in the upper part of the relatively soft package, and the flow of 
urine will be directed downwards until the package is full. The inner diameter of 
the tubular part of the catheter must be of at least of the same dimension as the 
proximal part of the in order not to hamper the free flow of urine from the bladder 
through the catheter and into the package. Thus the inventive shape of the 
catheter in combination with the shape of the package prevents a blocking of the 
free flow of urine form urethra into the package. 

The tubular part of the catheter may be a prolonged part of the catheter itself or 
a separate tubular piece which is connected to the catheter. 

In a preferred embodiment of the invention the proximal part of the catheter has 
a hydrophiiic coating. A hydrophiiic coating may be any hydrophilic coating 
known per se for use for hydrophiiic coated catheters and the coating may be 
applied using any method known perse for applying a hyarophilic coating to a 
catheter. 

The catheter set according to the invention preferably comprises a wetting fluid 
integrated into the package in orderto enable activation of a hydrophiiic coating 
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irrespectively of the access to pure water. The wetting fluid may be sterilised 
water or saiine. 

The elongated shape of part of the package is especially useful when the 
catheter has a hydrophiiic coating of the type needing activation by addition of 
5 wetting fluid. When the elongated part of the package accommodates the cathe- 
ter - at least during the wetting process, but preferably already when package is 
produced and packed ready for sale - the amount of wetting fluid needed to 
ensure proper wetting is drastically reduced compared to the amount needed if 
wetting was to take place in the wider part of a package. 

10 It is understood that the location of the catheter in the elongated part can take 
place already when the package is produced. But also the package can be 
produced with the catheter situated inside the broader part of the package in 
which situation the catheter is introduced into the elongated part of the package 
at any time prior to use to let the elongated part of the package accommodate 

1 5 the catheter. 

In one embodiment of the invention the tubular distal part of the catheter has an 
inner diameter larger than the inner diameter of the proximal part of the catheter. 
Thus, no extra resistance against the flow will occur and, as the outer diameter 
20 thereof is consequently also greater, the transition between the two parts of the 
catheter may function as a stop and sealing. 

The tubular part of a catheter is preferably made from an extrudable, mouldable 
material such as a polyoiefin such as polyethylene (PE) or polypropylene (PP) or 
a copolymer of polyethylene such as ethylene vinyl acetate (EVA) or polyvinyl 
25 chloride (PVC) or polyvinylidene chloride or a polyurethane (PU) or a silicone. It 
is envisaged thai the proximal and distal tubular part of the catheter and the 
sealing part may be produced as an integrated unit from the same material by a 
combination of injection moulding, extrusion and/or blowing. 



30 



It is preferred when the tubular distal part of the catheter is transversely corru- 
gated as this adds to the security against kinking. A suitable flexible and 
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transversely corrugated tube is known perse for preventing blocking by bending 
of the tube leading to urine collection bags. 

In accordance with a preferred embodiment of the catheter set of the invention 
the package includes an elongated narrow part designed for accommodating the 
5 catheter at least during wetting of the catheter and for the exit of the catheter 
during use. 

in this embodiment the tubular part of the catheter may e.g. be in the form of a 
telescopically extendible tube having a maximum diameter grater than the proxi- 
mal part of the catheter. Alternatively the tubular part may be in the form of an 
10 extendible corrugated tubing resembling a corrugated straw which may be 

folded, compressed or stretched like an accordion. This embodiment can advan- 
tegeously be used when the urine is led directly to an exterior container e.g. a 
toilet bowl. 

in accordance with another preferred embodiment the package also includes a 
1 5 broader container part for collecting the urine. 

In accordance with yet another preferred embodiment of the invention the 
package is provided with one or more sealing devices on the exterior side of the 
package designed for holding and sealing the elongated end of the package 
after use. When using the package for collecting urine, it is possible to tie a knot 
20 on the elongated part after pushing the catheter into the package but this still 
leaves a small amount of urine in the outer part of the package which may be 
spilled onto the clothes which will be embarrassing for the user. 

The sealing device is preferably in the form of an adhesive sheet adhered to the 
package. The sheet may typically comprise a sheet of a relatively soft and pliable 
25 material having an adhesive on the surface facing the outer side of the package 
and wherein a part of this surface is covered with a release liner which is 
adhered to the outer surface of the package. Thus, the sheet functions as a part 
of the surface of the package when not in use, and when used, the sheet is 
released from the release tiner, which is then removed, ant the top of the bag is 
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preferably placed at the adhesive area and the sheet is placed at the adhesive 
area hoiding and sealing the end of the bag. 

The sealing device of this embodiment securely closes and seals the opening of 
the package and furthermore, it enables a sealing by bending the top of the 
5 package and securing and sealing the same below a flap of an adhesive sheet 
adhered to the package the sealing device without having to push the catheter 
into the package which facilitates the sealing and provides a better security 
against spilling of urine. 

The sheet may be of any suitable material e.g. the ones mentioned above. The 
10 adhesive may be any suitable adhesive being compatible with the package 
material and the sheet material, ft is preferred when the adhesive exhibit some 
moisture absorbing capability in order to ensure a secure sealing even if some 
drops of urine are spilled when sealing the top of the package after use. An 
moisture absorbing adhesive may be any such adhesive known per se for wound 
15 or ostomy purposes, e.g. containing hydrocolloids. 

A release liner may for instance be siliconized paper. 

The package may be made from a water impervious layer or film of any suitable 
material known per se for use in the preparation of urine collection bags. 

The length of the tubular part may vary according to the specific application. Of 
20 course, it should not be so long that it cannot be comprised in the bag. Even at 
small lengths of the tubular part an effect is obtained, in a preferred embodiment 
the tubular part has a length at least corresponding to the narrow upper part of 
the package. 

DETAILED DESCRIPTION OF DRAWINGS 

25 Reference is made to Fig. 1 . The embodiment of the catheter set of the invention 
shown in Fig.1 comprises a catheter 1, a package 2 for collection of urine, a 
sealing part 3 and a flexible tubular part 4 connected to the catheter 1 . The top of 
the package is easily torn off at 5 being a weak point for breaking the package. 
Furthermore, the package comprises another weak point 6 designed for opening 
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the package at the distal end, if desired, during use, if the package is to function 
as guide to e.g. a toilet bowl or after use if it is desired to empty the bag immedi- 
ately. The package is shown with an ear 7 for an easy handling of the package 
during and after use. -Furthermore, a container 8 is shown comprising a wetting 
5 fluid. 

In Fig. 2 the embodiment of Fig. 1 is shown after opening the container and 
wetting the catheter and tearing off the top of the package and pushing the 
catheter until the stop engages with the bag ready for insertion. The insertion 
may, if desired, be performed concomitantly with the pushing out of the catheter. 

1 0 Especially in the case where the catheter is of the hydrophilic coated type the 
catheter can be wetted to activate the hydrophilic coating prior to tearing off the 
top of the package at the weak point 5 and inserting the catheter into urethra. 
While accommodated in the elongated part of the package the catheter is thus 
surrounded by the wetting fluid of the container 8 after breaking off the tip of that 

1 5 container and holding the package so that the elongated part of the package 
points essentially downwards to ease the transportation of wetting fluid by gravity 
down into the elongated part of the package. 

When the catheter is in use the urine flows in through the openings in the upper 
part - the proximal end - of the catheter 1 and enters the inside of the package 2 

20 where it passes through the upper part which, in this embodiment, is in the form 
of a narrow portion as compared to the lower part of the package which is 
formed as a broader collection part. When the urine is passing the upper part of 
the package 2 it also passes the flexible tubular part 4 which is present inside 
this part of the package and secured to the catheter 1. The flexible tube 4 

25 provides the package with a certain stiffness which prevents blocking of this part 
by kinking or squeezing of the relatively soft and pliable package 2. In the figure 
the flexible tube is shown as a smooth tube but it might as well have a corru- 
gated surface. The mosi important features for the tube is that it has to be both 
bendable and in possession of a certain stiffness. 
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When the user has finished the use of the catheter he can either throw the used 
catheter and the filled or urine contaminated package away immediately or he 
can close the package and transport it to the nearest convenient waste container 
if there are not any present at the facility. 

5 The user might experience a problem trying to close the package of the catheter 
set according to the invention as it is difficult to force the catheter down into the 
lower part of the package especially when the user has reduced motility of the 
hands, and when the catheter is still present in the narrow part of the package it 
is almost impossible for the user to tie a liquid-tight knot on the narrow part as 
1 0 recommended in the instructions for use of Convene EasiCath Set from 
Coloplast A/S. 

Reference is made to fig. 3 showing an embodiment of the package of the inven- 
tion having a sealing device at the exterior side of the package. In order to solve 
the above problem and render it easier for the user to transport a filled 
15 package it is preferred to use a different kind of closing system as e.g. a system 
where the upper end of the catheter set package is closed with a piece of 
gummed tape or tied together by extra added parts. 

A very effective sealing device comprises three pieces of film or paper and is 
illustrated in figures 3 - 5. Figure 4 shows how the three pieces are arranged in 

20 connection with each other: an upper piece 11 , a middle piece 12 and a lower 
piece 13. The upper piece is non-adhesive on the outer surface and adhesive on 
the surface facing the package, one end of this piece is adhered to the package 
and the other end is adhered to the middle piece 12. The middle piece 12 is 
non-adhesive on both surfaces and both surfaces are made of a material which 

25 makes it possible to release it from adhesive surfaces without spoiling the 
adhesiveness. The middle piece 12 is preferably considerably larger than the 
one end of the upper piece 11 it is covering as this makes it easier to grab and 
remove the middle piece 12 from the package. The middle piece may e.g. be 
made from siliconised paper. The surface of the middle piece facing 12 away 

30 from the upper piece 11 is facing the lower piece 13. The lower piece 13 is 
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adhesive on both surfaces, one surface secure the lower piece 13 to the 
package and the other surface secure the lower piece 13 to the middle piece 12. 

Before the closing device is used for securing and sealing the proximal end of 
the catheter set, the three pieces are placed on the front or the backside of the 
5 package, they are all three releasably glued together as each of them get contact 
with at least one adhesive surface. When the user need to close the package he 
pulls the middle piece 12 and the upper end of the upper piece 11 backwards, by 
this action the middle piece 12 is released from the lower piece 13 (only the 
movement of the upper piece 11 is indicated in the figure). After the user has 
10 remove the middle piece 12 from the upper piece 1 1, the user places the open 
end of the catheter set on the lower piece, this will secure the position of the 
open end, and then the user covers the open end of the package with the upper 
piece. The open end of the package is now secured between the upper and the 
lower piece. 

15 Figure 5 shows a sectional view of a package with the sealing device in a closed 
position. 
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CLAIMS 



1. A catheter set comprising a catheter and a package for storing of ,:he catheter 
before use and for collecting or discharging urine wherein an eionga ed part of 
the package forms a tube for accommodation of the catheter, the caiheter 
5 comprises a proximal part to be inserted into the urethra and a seating part for 
providing a seal between the catheter and the elongated part of the fiackage 
during use, CHARACTERISED IN that the catheter further comprise i a distal 
part in the form of a flexible tubular section (4) having an inner diameter at feaBt 
as large as the inner diameter of the proximal part of the catheter wjherein the 
1 0 sealing part is separating the proximal part of the catheter and the tu v 
part, and wherein the length of the flexible tubular distal part (4) is at k 
enough to occupy the elongated part of the package. 



sutar distal 
least long 



2. A catheter set according to claim 1 , CHARACTERISED IN that thcj proximal 
part of the catheter has a hydrophllic coating. ' 



15 3. A catheter set according to claim 1 or 2, CHARACTERISED IN t 
comprises a wetting fluid integrated into the package. 

4 . A catheter set according to any of claims 1 - 3, CHARACTERISE ) IN that 
the tubular distal part of the catheter has an inner diameter larger thsji the inner 
diameter of the proximal part of the catheter. 



20 5 . A catheter sat according to any of claims 1 - 4 , CHARACTERISE! ) IN that 
the tubular part is made from an extrudabie, mouldabie material such as a 
poiyolefin such as polyethylene <PE) or polypropylene <PP) or a copo /mer of 
potyethylene such as ethylene vinyl acetate (EVA) or polyvinyl chiorid » (PVC) or 
poryvinylldene chloride. 



25 6 . A catheter set according any of claims 1 - 5 . CHARACTERISED I 
tubular distal part of the catheter is transversely corrugated. 



<l that the 
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7 . A catheter set according to any of claims 1 - 6 , CHARACTERISED IN that 
the package has an elongated narrow part at the end where the catheter exits 
the package during use and preferably also a broader container part. 

8 . A catheter set according to any of claims 1 - 7 , CHARACTERISED IN that 

5 the package is provided with one or more sealing devices on the exterior side of 
the package. 



9 . A catheter set according to claim 8 , CHARACTERISED IN that the sealing 
device comprises an adhesive sheet adhered to the package. 



Abstract 



A catheter set comprising a catheter and a package for storing of the catheter before 
use and for collecting or discharging urine, wherein an alongated part of the package 
forms a tube and wherein the catheter has a proximal part to be inserted into the 
urethra, a distal part in the form of a tubular section having an inner diameter at least as 
large as the inner diameter of the part of the proximal part of the catheter and a sealing 
part separating the proximal part of the catheter and the tubular distal part. The 
inventive shape of the catheter combined with the shape of the package prevents a 
blocking of the free flow of urine from the urethra into the package. 
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I acknowledge the duty to disclose information which is matenal to patentability as defined in Title 37, Code of Federal Regulations, §1.58. 
I hereby claim foreign pnonty benefits under Title 35, United States Cade, §119 (a)-(d) of any foreign application(s) for patent or inventor's certificate listed be 
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=■ POWER OF ATTORNEY: As a named inventor, I hereby appoint the following attorneys (Registration No. ) to prosecute this application, receive and act on instructions from my agent, and transact all business 
= 5 in the Patent and Trademark Office connected therewith. HARVEY B JACOBSON, JR. (20,851); D. DOUGLAS PRICE (24,514); JOHN CLARKE HOLMAN (22,769); MARVIN R. STERN (20,640); ALLEN S. 
= MELSER (27,215); MICHAEL R. SLOBASKY (26,421); JONATHAN L. SCHERER (29,851); IRWIN M. AISENBERG (19,007); WILLIAM E. PLAYER (31,409); YOON S. HAM (45,307) and NATHANIEL A. 
= HUMPHRIES (22,772) 



SEND CORRESPONDENCE TO: CUSTOMER NO. 00 



JACOBSON, PRICE, HOLMAN & STERN 

PROFESSIONAL LIMITED LIABILITY COMPANY 
400 SEVENTH STREET, N.W. 
WASHINGTON, D.C. 20004 





FULL NAME* 
OF INVENTOR 


FAMILY NAME j \ 

HANSEN ' ^ y , / 


GIVEN NAME 


MIDDLE NAME 

gBfflffi CITIZENSHIP 


RESIDENCE & 
CITIZENSHIP 




STAlbOR FOREIGN COUNTRY 

Denmark 


Penmark 


POST OFFICE 
ADDRESS 


P6ST0FFICE ADDRESS 

Smedebakken 24 ^ 


CITY 

Ntvaa 


STATE OR COUNTRY 

Denmark 


ZIP CODE 

DK-2990 




FULL NAME * 
OF INVENTOR 


FAMILY NAME \ ^-J\ J 

j-ANGHQEJ 


ST^I^WfOREIGN COUNTRY IcOUNTRY OF CITIZENSHIP 


RESIDENCE & 
CITIZENSHIP 


KokKfdal O l^^T 


tietnmark Denmark 


POST OFFICE 
ADDRESS 


^OS'PefffCE ADDRESS 

Jelleroed Have 59___ „ f\ 

fit I ; , 


Kokkedal 


STATE OR COUNTRY 

Denmark 


ZIP CODE 

DK-2980 




FULL NAME * 
OF INVENTOR 


-AMIL -NAME" ~" ^ W^-^ 


GIVEN NAME 

$$TE ORVOREIGN COUNTRY 


MIDDLE NAME 


RESIDENCE & 
CITIZENSHIP 


!P§^ 

Esbjerg Y U 


Denmark 


COUNTRY OF CITIZENSHIP 

Denmark 


POST OFFICE 
ADDRESS 


P0SK*H6E-ADDRESS 

Gl. Guldagervej 94A 


CITY 

Esbjerg V 


STATE OR COUNTRY 

Denmark 


ZIP CODE 

DK-6710 



he knowledge that willful false s 



sin of my own knowledge an 



id that all statements made on information and belief are be 



re punishable by fine or imprisonment or both, under se 



;d States Code; and that such willful false statements 



Q Additional inve/tors are named on separately numbered sheets attached hereto. 
© JPH&S 1995 8/95; 1/00 (COPYING WITHOUT DELETIONS PERMITTED) 



